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UKATA Non-Licensable Work With Asbestos Including NNLW Training

Non Licensed Asbestos Removal training is aimed at those whose work will knowingly disturb low risk 
asbestos containing materials. The course allows the likes of maintenance staff, engineers, plumbers 
and demolition workers to work with and around asbestos containing materials rather than preventing 
work from being continued.

A training needs analysis will be carried out prior to the course to establish the types of asbestos 
containing materials likely to be encountered and the kind of work that will be undertaken. Our training containing materials likely to be encountered and the kind of work that will be undertaken. Our training 
is not “set in stone”; we tailor our practical session towards the specific type of work and material likely 
to be encountered.

Course Content:

Theory Training
 The Law
 Work which could result in asbestos exposure
 The “Control Limit” and air monitoring
 Licensed Work and Notfiable Non Licensed Work
  “Plans of Work” and “Assessments”
 Control Measures
 - RPE/PPE
 - H Type Vacuums
 - Wetting ACMs
 - Cleaning
 - Personal decontamination
  - Hygiene Requirements
 Waste Handling
 Other Work Hazards

Practical Training
Delegates will participate in practical exercises 
as appropriate to TNA e.g:- 
 Preparation of a RA and POW
 Fitting and use of RPE and PPE
  Drilling into Boards using shaving foam, shadow   
 vacuum and drill cowl
 Removal of asbestos gaskets
 Removal of fly- tipped asbestos waste
 Waste handling and disposal

Course Duration:  
The duration of the initial training is between 6 and 9 hours, dependent upon the delegates level of 
experience. The duration of the refresher course is betwen 3 and 4 hours.

Method:
 Lecture
 Theory assessment
 Practical training 

Ask also about PASMA and IPAF Courses


